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BHT MHK MHC Series Hot Foil Stamping
& Die Cutting Machine
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3S1060TTMSCE | TRIOPRESS Automatic High Speed Double ROYQO MACHINERY

Hot Stamping & Die Cutting Machine with Stripping & Blanking

ROYO MACHINERY

The machine can select and combine the functions of

each unit according to the process requirements




FEEDER DOUBLE SHEET DETECTOR GRIPPER BAR ADVANCED TOOLING LOCKUP FULL SHEET DELIVERY AUTO SEPARATION SHEET INSERT

Feeder based on advanced technical platform feeding precisely and Ultrasenic double sheet detector without touching the paper, Gripper bars made of cutting edge latest tec hr?ﬁbg? S Lo q'fid‘ oG SL-'T Upsystem S fast job d:"mg': sl . 2 : i : ==
consistently of wide range stock from 90g/m? thin paper to 1000g/m’ hence scratch free, reliable and quick set up. extremely 5”‘!3'“”""?- thanks . the unigue design of large motion and hence high productivity at both stripping and blanking stations. Automatic separating sheet inserter oupled with electronic position
cardboard as well as micro flute corrugated board. angle eccentric worm gear drive system.

Full sheet delivery option to ensure easy production planning by sensor at blanking station.
selecting final delivery style.

HONEY COMB PLATE MICROADJUSTMENT DEVICE CUTTING PLATE MICROADJUSTMENT DEVICE MOULD QUICK LOCKING DEVICE NON-STOP SAMPLING GERMANY VACUUM PUMP CONCENTRATE LUBRICATION
Max stamping pressure up to 600 tons, which makes it able to achieve Smim hardened cutting plate or 4+ 1mm sandwich plate on top Adopt center-line system and guick lecking device to save make : ) . o —_— |

better 3D and exguisite effect on large format printing materials such 15mm precision synthetic supporting plate with +/-0.8mm micro ready time. The Sampling Function can be used to rc."f'uo'u'e asample sheet on Germany Becker oil free blower and vacuum purnp.

as wine boxes and cigarette boxes. adjustment for quick set up and easy make ready. the fly by one button only, easy for operating.

Effident Concentrate lubrication system enable the machine runs at
the high speed for long time by lubricate main drive chains, important
Cams and bearings.
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MAIN TECHNICAL PARAMETER

Maoded
Marme

Stock Range

Maximum Sheet Size

Minimum Sheet Size

Inner Chase Size

Maximum Cutting Size

Maximum Stamping Size

Minimurm Gripper Margin

Minimurm Width of Double Cuts

Die Cutting Accuracy

Stamping Accuracy

Max.die Cutting Force

Max.working Speed

Maximum Pile Height at Feeder-Mormal Mode
Maxirmum Pile Height at Feeder-Non-stop Mode
Maximurm Pile Height at Delivery
Manc.gold Foil Diameter

Electric-heated Systemn

Foil Width

Press1 Foll Advance Shafts

Press2 Foil Advance Shafts

Fress3

BHT-3S1060TTMSCE
S8 2 TE RN R S

BHT-351060TTRSCE
EHEEEENEEIAERTH

80~2000g/m™E4E, 0.1~2mmE4E, =4mm EABE
Paper: from 80 to 2000g/m?, 0.1~2mm, corrugated board: up to 4mm

1060 = 760mm
400 = 350mm
1080 = 770mm
1060 = 745mm
1060 = 740mm
9=-17mmn

Smm

= +(0.075mm
= = (0.075mm
B00ton + 600ton + 300ton
6200sMh
1800mm
1520mm
1580mm

1060 * 760mm
400 % 350mm
1080 = F70mm
1060 x 745mm
1060 = 740mm
9-17mm

bmm

= 2 0.075mm
= 2 0.075mm
G00on + 600ton + G00ton
6200s/h
1800mm
1520mm
1580mm

@ 250mmidE Longitudinal, @200mmiEE Transversal
208 [Z Heating zones, 40~180°CA# Adjustable

20~ 1060mm

38, Longitudinal+24% Transversal(a]#E)
38, Longitudinal+24# Transversal(alix)
S+

20~ 1060mm

384 Longitudinal+2## Transversal(mi%k)
384 Longitudinal+288 Transversal (ai%k)
ficE B I0MAFRE Sk Electric-healed system

BHT-351060TRRSCE
EHESERRSINERT

1060 = 760mm
400 = 350mm
1080 = 770mm
1060 x 745mm
1060 * 740mm
9-17mm

S5mm

= +(0.075mm
= +(,075mm
600ton + 600ton + 600ton
6200s/h
1800mm
1520mm
1580mm

20~-1060mm
38 Longitudinal+ 26§ Transversal(oTi&)

A& B IMINESE Electric-heated syslem |
fic= MRS Electric-healed syslem

MAIN TECHNICAL PARAMETER

Model BHT-3S1060TRMSCE BHT-351060RRRSCE BHT-331060RRMSCE
- 7 ~ :

HkRange ggpi?? f?E:TTSD to zgﬁ::g?r:‘;r:nﬂjﬁm&r:mrugmed board: up to 4mm

Maximum Sheet Size 1060 x T60mm 1060 = 760mm 1060 = 760mm

Minimum Sheet Size 400 = 350mm 400 = 350mm 400 = 350mm

Inner Chase Size 1080 = 770mm 1080 = 770mm 1080 = 7 70mm

Maximum Cutting Size 1060 = 745mm 1060 = 745mm 1060 = 745mm

Maximum Stamping Size 1060 = 740mm 1060 = 740mm 1060 = 740mm

Minimum Gripper Margin 9~17mm 9~17mm 9~17mm

Minimum Width of Double Cuts 5mm Smm Smm

Diie Cutting Accuracy = *0.075mm = +0.075mm = +0.075mm

Stamping Accuracy = x0.075mm = =0.075mm = =(.075mm

Macdie Cutting Force 600ton + 600ton + 300ton 600tan + 600ton + B00ton G00ton + G00ton + 300tan

Max.working Speed 6200s/h 6200s/h 6200s/h

Mandimum Pile Height at Feeder-Normal Mode 1800mm 1800mm 1800mm

Maximum Pile Height at Feeder-Non-stop Mode 1520mm 1520mm 1520mm

Maxirnum Pile Height at Delivery 1580mm 1580mm 1580mim

Max gold Foil Diameter O250mm.  Longhuding, 9200me.  Trangwersd ./ /

Electric-heated System 200 Heating zones, 40~180°C Adjustable

Foil Width 20~ 1060mm !

Press1 Foil Advance Shafts
Press2 Foil Advance Shafts

3 Longitudinal=2  Transversal,

7 Electric—heated system

Electric-heated system
Electric-heated system

Electric-heated system
" Electric-heated system

Machine Dimensions (LxW=H) 14275 = 5857 = 2900mm 14275 = 5857 = 2900mm 14275 = 5857 = 2900mm
Wachine Dimensions (ncuding Die Preloader) {LaWH) - 14275 x 6757 = 2900mm 14275 x GT5T = 2900mm 14275 = 6757 = 2900rmm
Met Weight of Machine B3000kg 64000kg 63000kg

Full Load Wattage 145KW 157KW 145KW

Air Requirernent 0.6~0.7MPA, =1m¥min 0.6~0.TMPA, = 1m®min 0.6~0.7MPA, = 1m3min

ROYO MACHINERY

Press3 Electric-heated systam
Machine Dimensions (LxWxH) 14275 x 5857 x 2300mm 14275 = 5857 x 2716mm 14275 = 5857 x 2716mm
Machine Dimensions (incuding Die Preloader (LAW=H) © 14275 x 6757 % 2000mm 14275 = 6757 = 2716mm 14275 = 6757 % 2716mm
Net Weight of Machine 63000kg 61000kg G0000kg
Full Load Wattage 125KW 119KW 107KW

. Air Requirement - 0.6~-0.7MPA, =1m*min 0.6~-0.7MPA, =1miimin 0.6~-0.7MPA, =1mimin































































